H: \DWG\Details\TOG\Standard Detail Plates\Plate44—ForcedSewerLateraltoGravityMain.dwg

ROADWAY

GRAVITY SEWER MAIN
PER TOWN STANDARDS

* SEE DETAIL BELOW

/

/

/ ——TO GRAVITY

/

MAIN

PROPERTY

LINE

SAND BEDDING OR STONE DUST
~— (6" UNDER AND 6” OVER THE PIPE—™~
AND THE WIDTH OF THE TRENCH

P |
.l | | 1
Al | .ﬂ
Ppallll | |
| 11l
LI | | 1
AL
DETECTION
TAPE —BUILDING—
SANN
10’
MIN.
N

GRINDER PUMP—PER
TOWN STANDARDS

— 4" SCHEDULE 40
OR EQUIVALENT
BUILDING SEWER

FORCE LATERAL INSTALLATION

(BUILDING TO GRAVITY MAIN)

N.T.S.

~~

~
N

PLUG OR
CAP

UNISEAL\
OR
EQUAL \

1—1/4” DIA.

I
\

\

12"
MIN.

]
P.V.C. SCH. 80/

/
/

AN DETAIL Vs
N N.T.S. e SEE TOWN OF GLASTONBURY SPECIFICATIONS
~— FOR ADDITIONAL INSTALLATION INFORMATION.
~—— P /
SCALE : NONE TOWN OF GLASTONBURY
SRAWN B on DEPARTMENT OF PHYSICAL SERVICES

CHECKED BY: SMB

APPROVED BY: DAP

LAST REVISED:

4/29/2008

ENGINEERING DIVISION

FORCE LATERAL CONNECTION
TO GRAVITY SEWER

PLATE NO. 44




